
Technical Specifications: 

ADVANCED 813 HARNESS 

Loops for stowage of shock
absorber connectors.

Padded back and ergonomic
shoulder straps.

Steel Sternal EN361 attachment 
point. Marked with an “A” 

Steel Dorsal EN361 attachment 
point. Marked with an “A” 

Padded and reinforced work 
positioning waist belt with steel 
D-rings.

Padded leg loops with easy
adjust buckle.

Personal identifier for user name
and company.

Materials: Certification: Size: Weight: 
Buckles | Steel 
D-rings | Steel /Alloy

ML:
Height 160-180 cm
Waist   80-130 cm 
Leg      53-81 cm

XL:
Height 175-210 cm
Waist  90-150 cm 
Leg     53-81 cm

2240 grams 

Webbing | PAD
Thread | PES

Related Products: 

Made in Madagascar  

READ PRODUCT
INSTRUCTIONS

Easy adjust buckles for sizing.

EN358:2001 | EN361:2003 |     0120

EN358:2001 
EN361:2003    

CE  0120

Fall arrest and rope access  harness with speed buckle for easy fitting.  Padded shoulder straps, leg loops and work 
positioning belt. CE and EN certified.

Quick release buckle for easy
fitting.

Two pre-shaped gear loops on 
waist belt.

Protected elasticated label pouch 
on waist belt. Label encapsulated 
in clear plastic.
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Manufactured by  

Etrier Advanced Tool Pouch Basic Tool Pouch Seat 

EN813

Alloy ventral EN813 attachment
point.

 EN813| 

Chest ascender attachment strap 

Chest ascender 
attachment point 


